
0
220

380

TM   100/60
TM   250/60
TM   500/60
TM 1000/60
TT 500/60
TT 800/60
TT 1400/60
TT 2000/60
TT 3000/60
TT 4000/60

100
250
500
1000
500
800
1400
2000
3000
4000

0
24
44

24
44

MS 60
MTS 60
MCS 60

MCS Plus 60
MCB 60

MCB Plus 60
B17A 60

★ AXOR IND. A COMPLETE LINE OF MOTORS AND SERVODRIVES ★★ AXOR IND. A COMPLETE LINE OF MOTORS AND SERVODRIVES ★

MODEL 60 POWER
(VA)

V I°
VAC

V II°
VAC

DRIVER’S
COUPLING

TM   500/140
TM 1000/140
TT 500/140
TT 800/140
TT 1400/140
TT 2000/140
TT 3000/140
TT 4000/140
TT 5000/140
TT 6000/140
TT 7000/140
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6000
7000
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MS 140
MTS 140

MCS 110*
MCS Plus 140
MCB Plus 140

B17B 140

MODEL
140

POWER
(VA)

V I°
VAC

V II°
VAC

DRIVER’S
COUPLING

TT 500/200
TT 800/200
TT 1400/200
TT 2000/200
TT 3000/200
TT 4000/200
TT 5000/200
TT 6000/200
TT 7000/200
TT 8000/200
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800
1400
2000
3000
4000
5000
6000
7000
8000
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MS 200
MTS 200

MCS Plus 200
MCB Plus 200

B17C 200
B17BOXC200

MODEL
200

POWER
(VA)

V I°
VAC

V II°
VAC

DRIVER’S
COUPLING

380

TT 500/300
TT 800/300
TT 1400/300
TT 2000/300
TT 3000/300
TT 4000/300
TT 5000/300
TT 6000/300
TT 7000/300
TT 8000/300

500
800

1400
2000
3000
4000
5000
6000
7000
8000

220

B17D 300

B17BOXD300

MCBNet

MODEL
300

POWER
(VA)

V I°
VAC

V II°
VAC

DRIVER’S
COUPLING

380

DESCRIPTION

The TM-TT transformer series is a standard
heavy duty power transformer line to be
coupled with our drives and net f i l ters
(FRM-FRT type). They are always transformers,
without center tap on the secondary, auto
transformers are not allowed.
For correct sizing and electrical connections
see the specific servodrive’s service manual.

TM -  TT
SINGLE THREE-PHASE TRANSFORMERSSINGLE THREE-PHASE TRANSFORMERS

TRANSFORMERS (TM-TT)
Complete line of single and 3phase power 
transformers specifically designed to supply 
Axor Servodrives (all models and types).
Power ranges from 100 to 8000 VA.

STANDARD FEATURES
✔ TM= single phase, range 100÷1000 VA

✔ TT= three phase, range 500÷8000 VA

✔ In accordance with CEI EN 60742 - VDE 0551 

SPECIFICATIONS
✔ Insulation class “F” type (155°C/max 280°F)
✔ Protection category IP00
✔ Operating temperature 0-40°C (32÷104°F)
✔ Operating frequency 50÷60 Hz
✔ Testing voltage 2500 V
✔ Operating altitude 1000 m above sea level

POWER RANGE

*: MCS 110 to be coupled with single or 3phase 70 VAC V II°


